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Helpful Information

Helpful Information C E

0434
Dear user:

Thank you for choosing our product. Please read this Instruction
Manual carefully before use. If there is anything unclear, please
refer to professional doctor for use or use under his guidance.
Please keep this Instruction Manual well for reference.

This unit is Class I1a Medical Device.
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Certificate Information

We have obtained SO 9001+ ISO13485 Quality Management
System Certificate

This product has obtained CE certificate

This product is tested by suggest. the results show to comply with
the requirement of European Directive RoHS.

This unit is designed and produced by combination of patent

technology as below:

Chinese patent No.: ZL 94116657.0  ZL 02221901.3
71023372567 ZL200520035426.7
Z1.200430051496.2
Z1.200430051497.7

Manufacturer: Guilin Kangxing Medical Instrument Co., Ltd.
Add: 2/F High-New Chuang-Ye Mansion, High-New Zone, Guilin, China

Tel: 0086-773-5854359 5823631
Fax:0086-773-5813301

Hup:// www.kxlaser.com.cn
E-mail: sale@kxlaser.com.cn

EU Representative: Wellkang Tech Consulting
Add: Suite B, 29 Harley Strect, LONDON W1G 9QR, United Kingdom

Tel: 0044-20-30869438, 88168309, 79934346 Fax: 0044-20-768 11874
Hitp:// www.CE-marking.com, www.CE-marking.eu, www.CEmarking.org
E-mail: AuthRep@CE-marking.cu

For more information, please visit www.kxlaser.com.cn and contact EU
Representative or Manufacturer.

Version: 4th
o8/2011



[image: image3.jpg]ot
KX LASER

Safe Use & Environment Protection Information

Safe Use Information

1. Toavoid any possible electromagnetic interference, it is suggested
notuse this product with other electronic medical equipment.

2.The treatment parts (Nasal Cavity Cover and Electrode) comply
with requirement of bio-compatibility. Do not use any unspecified
part for this product.

Environment Protection Information
‘The test results comply with the requirement of 2002/95/EC of EU
RoHS Directive and its amended Directive.

Name and Content of Hazardous Substance or Elements.

Name of Parts
e [x|o]o] o [0 | o
e Jo]olol o o | o
DisplayBoard | © | © | O ) o o
e [x[o]o] © [o | o
Adaptor. X|o|o o o o
Battery o o|o o o o
InstructionManual|l O | O | O o o o
Package o|o|o o o o

O: means content of this hazardous substance in the material of this part
is less than the required limit of SJ/T11363-2006 Standard

X: means content of this hazardous substance in at least one material of
this part exceeds the required limit of SJ/T11363-2006 standard

Instruction: The reason of marking X s that there is no substitutable

technology till now.
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General Description, Treatment Mechanism

General Description
‘This unit is designed on the basis of modern laser medicine, China
old acu-point and acu-puncture theory. It is designed with
combination of semiconductor laser and low-frequency pulse, and
has functions of healthcare and assistant treatment. It is controlled
by microcomputer with blue backlight LCD screen, laser output
power is adjustable and displayed dynamically. There are
rechargeable batteries put inside as well as adaptor usable all
over the world with AC/DC power. Itis of small size and weight

for convenient use at home, travel, doing exercise or in spare time.

Treatment Mechal

Nasal Cavity Laser Irradiation: Iradiate with laser whose wave-

length is 650nm. Laser irradiate sympathetic and parasympathetic
nerves in nasal cavity, shrink and expand blood vessels in nose
‘mucosa, which reflectively improve blood circulation in head and
the whole body, achieve assistant therapeutic effect on cardiac &
cerebral diseases.

Low-frequency Pulse: Low-frequency pulse current acts on acu-

points or affected parts on the outer body. It can stimulate nerve

muscle tissue, improve part blood circulation, dredge meridian, relieve:
pain, and el

nate or relieve discase.
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Intended Use

Low-frequency Pulse Frequency Parameters & Work Principle

Low-frequency Low-frequency Pulse

PulseMode | Frequency Range Runction

Healtheare; Relieve pain, stimulate
muscle 1o shrink, improve blood
circulation, recover motion

The 3 modes cycle

. ction:
Cyele cach 3 mins. Dredge meridian, improve part
Frequency Range:  blood circulation, reduce sym-
1-100Hz pathetic nerves tension, releve and

treat various acute & chronic pain.

Relieve pain: stimulate
J—I—I—rl—]- ‘muscle to shrink, improve
Tap blood circulation, recover

‘motion function

A'lr Dredge meridian, improve
Massage

part_blood circulation,
50~75Hz reduce sympathetic nerves
tension,relieve and treat

various acute & chronic pain.
Knead

75~100Hz

Intended Use

* Nasal cavity laser irradiation is for assistant treatment on hyperli
demia, cerebral infarction and other cardiac & cerebral vascular diseases.

* Low-frequency pulse is for dredge meridian, blood circulation improve-
‘ment, relief and treatment on various acute & chronic pain.
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Main Unit

Main Unit
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Remarks: Complete display state
ofLCD.
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Main Unit
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Accessories
Accessories
Laser Output Wire (A) Low-frequency Output Wire (B)
é;ﬂ EF‘
Laser Head
[}
Hang String i
i i
Nasal Cavity Cover Electrodes
{&
Size AAANI-Mh
Accessories Quantity/Unit
Laser Output Wire Tpe
Low-frequency Output Wire Ipe
Electrodes

2 pairs (small package, consumable)|

Sticking Board

Tpe
Nasal Cavity Cover 12 pes (small package, consumable)
Adaptor Tpe
[Size AAANi-Mb Rechargeable Batteries | 4pos (put mside befors or shor-erm se)
Fang String Tpe
Instruction Manual Tpe
Massage Shoes T pair
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Safety Information

Safety Information

Taboos:

( The patient with nose bleeding and laser allergy, diabetic retina
pathological change or eye bleeding is prohibitive to use it

@ For low-frequency pulse, the patient with acute disease strike or
severe diseases, vicious tumour parts and bleeding inclination,

pregnancy or with pacemaker is prohibitive to use it. And pa
with diabetes should be cautious in use.

Precautions:

1.Do not use Low-frequency together with following met
electric instruments:

D Life-maintainers for artificial heart, lung ete.
DECG ete
2.Precautions in laser irradiation:
(@ The patient with acute cardiac infarction, cerebrovascular accident,
severe trauma, unstable condition after operation or hematoporphyria
should refer to professional doctor before use:.
@ For first laser irradiation, the following symptoms will probably
occur in some people:
* Because blood circulation is improved especially in brai
someone will feel slightly dizzy
« blood pressure is unstable in short time
« some excretion in nasal cavity
These are all normal and will disappear soon. You may lower
the laser power and a glass of water will do some good, and the body
will recover after a short-time rest

3.Precautions in Low-frequency Treatment:

@ Do not use the unit near high-frequency equipment or run near
microwave equipment(within | metre)

@ Persons with skin consciousness damage or abnormal skin shall

9
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Safety Information

be cautious in use, eg: skin allergy.

@ Using electrodes near heart will probably increase danger of
ventricular fibrillation

@ Children (below 12 years old) shall not use it for head treatment;

() For patient with cerebrovascular accident , do not stick electrodes
on brain;

@ Do not stimulate neck artery antrum ;

« To prevent cross- infection, do not use the same electrodes and
nasal cavity cover with others.

« Do not use the unit for other purpose besides treatment.

* Do not use the unit in the place where electrical instrument is
prohibitive to use.

4. The following people should use the unit under monitor and
help of nursing

@ Theaged;

@ With sense organ disease, eg: eyesight or hearing damage;

@ With hand damage;

@ Patients in medical treatment which probably affect memory,
comprehension and operation ability;

® Conciousness damage:

@ Limb movement disorder.

Ifany severe symptom occurs in treatment, please stop use, and

refer to professional doctor

5.Safety Precautions

@ Nouse ina place with high @ No use when dri
humidity or during bath.

g G

10
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Safety Information

@No sticking electrodes to any
@ No use when sleeping. parts near heart or eye, in mouth,
pudendum or parts with skin
disease or metal articles:

©No meeting electrodes with

®No use near mol 3
belt, necklace orothermetal O 0 "¢ near mebile phone

articles.
(DNouse on toddler or person (8 Do not stare into the beam or view
without consciousness abiliy. direetly with optical instruments

(binocular, telescope and micro-
scope etc), or expose 1o others,
otherwise it may do harm to eyes

Please put it beyond reach
of children.

-

o

1
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Installation

Installation
« Please confirm accessories are complete before

installation.
Output Plug Preparation and Connection \
+ Point Laser Output Plug(A) to 8 Output Jack

Line (A),insert it and tighten, and the plug can

betaken out only by turning plug to make the

two lines pointed well (As diagram on right side) 1
« Point Low-frequency Output Plug (B) to 9 Output

Jack Line (B).insert it and tighten. and the plug

can'be taken outonly by turning plug to make

the two lines pointed well.
. Notes!
& I lines are ot painted well plug can notbe nserted

from the unit.
Laser Head and Nasal Cavity Cover Connection

* Point laser head to nasal cavity cover, insertit. - i

and close laser head to nasal cavity cover, which g - g
‘guarantee maximun laser output. (As diagram

on right side)

Low-frequency Electrodes Preparation and

Connection -
+ Insert Low-frequency pulse wire into electrodes EC@’

socket.
‘ake off protective film on the electrodes (As

diagram on right side)
Massage Shoes Installation

« Insert Low-frequency pulse wire plug into socket
of shoes.
+ Notes! The ope

should be conducted with power off.

12
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Installation

Batteries Installation
« 4size AAANi-Mh rechargeable batteries have been put inside the
batteries compartment, for first use, please take out 18 Battery

Separator.
* Please insert batteries, matching +/- polarities of the battery to +/-
marks inside the battery compartment, (As diagram below)

Y Y

& Do not usebatterics of different spesification, capacit
& old rechargeable atterics nd non-rechargeable b

Power and Charge

® When power is low. two sounds of alarm will be heard, and mmm
onthe LCD will disappear. Please connect adaptor which pluged
into required outlet for charge. When mm® become still, which
means charge complete, please take out adaptor.

@ 8~12 hours charge is suggested for first use(A fter charge for 6

hours not flash, but charge should not be stopped until

suggested charge time)

Itwill last 2-3 hours after a full-time charge.

If charged batteries can not offer satisfactory performance, please

change new batteries.

‘The unit may run with power-connected adaptor instead of batteries.

nd brand, or mix new
ceries.

£ Notes!
& Do not use adaptor n a place with high humidity, eg: bathroom, Kitchen, tolet etc.
A Please take out adaptor if sudden power offor after use.

& The specified adaptor complies with Medical Safety Standars
adapioror

inasealed
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Proper Use

Laser Power Check

« Before use, check the batteri
dried, and if function is OK upon turning on. If not, deal with it
according to Product Troubles and Solutions or submit it to
Distributors.

Proper Use

1. Power On/Off
« Press 1 ON/OFF button to turn on the unit. The LCD sereen

appears automatic setting state.
* Press 1 ON/OFF again, the unit s off.
* To turn offin the middle of treatment, press 1 ON/OFF button,
* When time is out, it will turn off automatically and a sound
will be heard.
2.Nasal Cavity Laser Irradiation Healthcare and Treatment
& Plcasefollow the Operation below, o aser ireadiation probably do harm to cy
@ Operation
* Disinfect the nasal cavity cover with
alcohol and insert it into nasal cavi
putthe wire on car channel so that laser
head will not fall and affect the effects.

power condition, if electrodes are

© Notes!

nal, plesse take it a5 notice.
s before use.

& Laser Aperture is on the laser autput fer
& Laser head must be Inserted it

@ Laser Output

* Press 2 Laser Output Control button, laser put out with
redbeam, # display on the screen

« Press itagain, laseris off.
& Notest

& When laser put ot do

ke out laser head from masal cavity or expose it 1

14
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Proper Use

@Adjust Laser Power
* Remove 6 Laser Power Adjustor,

UP side for higher and DOWN for
lower.

+ Laser power of <SmW is adjusted
For first use, 2~3mW is suggested.
You may increase the power as you

getaccustomed to.

(@Select Laser Output Mode
* Press 3 Laser Output Mode Selection button to choose
@ laser output mode: Constant or Flash(Pulse).
+ Choose Constant mode for daily healthcare. Choose Pulse
Mode, stimulation becomes more obvious.

(& Time Setting
Press 15 Time Setting button to set time of 1-99mins.

Once the laser is on, time is set at 45mins automatically.
Each press will add 10 mins. And halftime for each nasal
cavity (A sound will be heard in the half of the treatment

as a reminder)
(@Time and Course of Treatment
* Itis reccommended that irradiate for 45mins cach time, and half
acourse

time for each nasal cavity. Once a day with 7~10 d
with an interval of 5-7 days. If there is a doctor's guidance,

please follow it

15
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Proper Use

3. Low-frequency Pulse Healthcare and Treatment
D Operation

* Clean the affected parts or acu-points with
awettowel, put the electrodes on the affected
parts or acu-points according to attached
Popular Acu-points Diagram.

* For feet massage. take off socks and shoes, and wear massage shoes.
* Low-frequency pulse electrodes and massage shoes can be carried out
respectively. and the button operation is the same.

£ Notest

@Select Low-frequency Pulse Output Mode
There are four low-frequency pulse modes: Cycle, Tap, Massage
and Knead.

* Cycle mode:Cycle automatically by modes of Tap —
Massage — Knead for 3mins respectively.
* Tap, Massage or Knead is of single mode and will not be
changed automatically.
The unit is set automatically Cycle Mode. Press 13 Low-

frequency Mode Selection button, choose the above-mentioned
modes respectively.

‘You may choose it according to your requirement.

16
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Proper Use

(@Adjust Low-frequency Pulse Intensity

There are 80 grades for Low-frequency pulse intensity, every 10 grades display

1 latice, totally 8 lattices display.

« Press and hold 14 Low-frequency Intensity Adjustor +
button, pulse intensity continuously increase. —

« Firsttime pressandhold 14+ button, intensity will
increase 20 grades(displaying 2 lattices )

* Second time press and hold 14+ button, intensity will
increase 10 grades(displaying I increased lattice )

* Then each time press 14+ button, intensity will increase
1 grade.

« Press and hold 14 Low-frequency Intensity Adjustor -

button, pulse intensity continuously decreased. =

1. Netest
& Forfirstowfrequency trestment, pleas us ram o ntensity and increase
e you gt accustome o,

10..

(@Adjust Low-frequency
« Remove 10 Low-frequency Frequency

Frequency

Adjustor, UP side for higher and DOWN
for lower,

* You may adjust frequency according to your
feeling

©/Treatment Time
« Once the unit is on, time is set at 4Smins

automatically. Press 15 Time Setting

button to set time.
17
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Proper

(@Treatment Suggestion

* Low-frequency function: It is suggested that treat each part for

1-2 times everyday, and 10~30 mins for each time.
£ Notes!

& Forlow-frequency pulse function, If the electrodes and skin not contacted well,

orintensityis oo high and time is oo long,sting, skin allerzy or light burn will
probably appear in some people-

& Ifcruption, inflammation and tillation occur duriag use, please stop use and
refer o professional do

4. Nasal Cavity Laser Irradiation and Low-freqeuncy Pulse
Treatment Simultancously

(D Please use it according to Nasal Cavity Laser Irradiation and Low-
frequency Pulse Healthcare and Treatment.

JTime Setting

Press 15 Time Setting button to set time according to

above-mentioned treatment suggestion o individual
physique.

@ Treatment Suggestion

* Use the two function simultaneously can get two function effect.
* Please refer to Safety Information in this Instruction Manual.

18
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Maintenance

Maintenance

« Before use, please disinfect Nasal Cavity
Coverwithsleoololent wihoe ?

Tiquor and water, then dry it. To ensure

suggested 1o replace Nasal Cavity Cover when it appears o b broken,

deforming, aging and reducing transparency aflr using sometime.

Electrodes will become dirty after

using many times, clean it with

water and air dry it for next use. If

the surface is dried, 12 drops water

onit will do some good. The lifetime

of electrodes vary with different user,

normally 20 times.
& Do ot cléan it with alcohol or disinfect i with high temperature.

-

After using, please stick two electrodes

onto two sides of sticking board, roll

wire around the board for next use. @
« I there s dirt on the surface of the

unit, please elean it with cotton cloth

and neutral liquor (No much liquor in

cloth)
& Do notuse organic liquor or gasoline,or the
surface Is probably broken.

* Donot fold the 2 electrodes.

* To change electrodes, hold the pulse
wire plug and take out electrodes from
socket, do not pull wire,or the wire is
probably broken.

19
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Maintenance

* Do not take out adaptor from
outlet by pulling,

+ Do not pull strongly laser output
wire and low-frequency pulse wire,
orthe wire will be torn off.

* Do not fall the unit from high level.

* Ifthe unit is not used for long time,
please charge and discharge it once
1-2 weeks or take out the batteries

10 avoid affecting batteries lifetime.

- Do ot put the rechargeable batteries Q
ina hot or cool place, or the batteries I NI

performance will be lowered.

* Ifthe rechargeable batterics, electrodes,
naslcaviy covercannotbe used ny more, E
—

Battery

throw it into recycle containers according

to environmental protection requirement.

20
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Product Troubles and Solutions

Product Troubles and Solutions

Ifthere is any trouble with the unit, turn it off and check it according
10 Product Troubles and Solutions, if it is confirmed unsolved, please
contact distributor for check and repair.

Please do not assemble it by yourself, which will lead to unsafety.

Trouble Cause Soluti

Extenalcectrosatic or

Theunitcannotbe | SCTOmAgRCHC meterence

turned on, shaormal
display ornouse
of resing buttons

Battery is power off

Batery s powered off o
not installed wel

Laser portis dirty
Insufficient battery power

Laser output
powerreduced | poyer s sill low after
above measures

he wir lug ot inseried
elciode ockerwell

Thewire plag ot nseted
massags shocs socker wll

Insufficient battery power
Electrodes not sick well
Electrodes fold

There are something
wrong with clectrodes

pulse stimulation
s weak or there is
nostimulation

Low-frequency pulsc
intensity is too low
Skinis 100 dry with bad
conductivity

Low-frequency pulse
reatment time i 00 long.

Electrodes notstck well
on the skin
Flcctrodeswicking s s Gy

Electrodes is roken
(consumable )

Low-frequency pulse
ntensity s too high

3

Take out batteries and.
putinagain tan it on

ke cut adaptor and bttriesafer | min,
Pt i Bateries4nd connectsdaptor sgain

Charge it n time or check i two
polars of battrics matched right

Clean laser port wi

Charge batteries
eturn heunt o manafactrer o
Change ncr hend e owtp power
il edeed e ong e ws)

Reinsert the plug well

alcohol

Reinsert the plug well

Charge batteries
Stick electrodes on skin well

Separate th lectrodes and sick

Change electrodes
Adjust low-frequency

pulse intensity

Moisture skin with some clean
water and stick electrodes

Reduce low-frequency

Stick electrodes well on the skin

Clean it according o Mot

Chunge clectrodes f the ame size
Gmpropes sise probaly Seuse s bure)

Lowe low.frequency pulse ntensty
Ffgher ity not means beter efect)
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Technical Parameters

Technical Parameters

Name, Model

Classification

Laser Output
Wavelength
Laser Max
Output Porwer
Low-frequency Pulse
Output Limit Value
Low-frequency
Pulse Frequency
Low-frequency
Pulse Breadth
Low-frequency
Pulsc Output Voltage

Low-frequency
Electrodes

Low-frequency
Massage Shoes

Electrodes Single Pulse.
Max Output Energy

Adjustable Time Range
Power Source
Input Power
Adaptor

Working
Environment

Transporationand
Storage Condiion

it Dimension, Weight

‘Semiconductor Laser/Low-frequency Treatment Instrument
GX-2000A

Class I Internally powered, BF type applicale pri, IPX0,

o using this nstrument in condition of inflammable and
nesthesia gos. not AP or APG cquipment, Continuously run

650nm continuous wave(visible light) (IEC 60825-1: 2007)
<SmW( Class 2M) (Measure Deviation: £20%)

Less than 10mA (rm.s) or 10 V(r.m.s)
1~ 100Hz Square Wave
0.1ms-2ms

Max Output Breadih: <130V

Electrodes load resistant: <5000 Area =25 cm’

Massage Shoes load resistant; 5000 Area =180 cm’
Whenload rsistantdeviation <& 10%, low.-frequency
output deviation<£30%

<300m)

1-99mins

'V TAAAA)XS Ni-Mh Rechar

able Batterics or use adsptor

(T-8)VA
InputAC 100-240V S0/601Hz 0.2A
Output ===6V 450mA

+10C~40'C(S0'F~104'F) 30%-75%RH
Atmospheric pressure 700hPa~1060hPa

0C~+50C(32 F~122'F) 20%-90%RH
Atmospheric pressure S00hPa~1060hPa

146(L)X 65(W) X 27(H)mm _155g(including batierics)

99
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Guarantee

Guarantee
Dear Sirs/ Madams:
Thank you for choosing our product. While you are enjoying the

pleasure brought by the product, we here let you know the services we

guarantee about the product:

« This product will be repaired for frec if damage occurs in the Guarantee
Term of | year)

* The following conditions are excluded for free repair:

a) Beyond Guarantee Term

b) Content on Guarantee Card does not refer to our product

) Damage caused by individual assembling or unauthorized repairing
agent

d) Damage caused by unintentional falling during use and transportation

€) Damage caused by lacking of maintenance;

) Damage caused by operation not according to Instruction Manual.

* For the service excluded in Guarantee Term, it will be charged as
stipulated.

* For Guarantee servi

please send back Guarantee Card together
with the product to appointed repairing agent.
Some accessories (eg: batteries, electrodes and nasal cavity cover)
are not in guarantee.

Please keep Customers Warranty Card well for after-service,

23
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Popular Acu-points Diagram

Notes: Measurement of 1"(as follows) :
a. The length from 1" to 2" joints
in middle finger;
b. Cross width of thumb.

A SHI Acu-point(Painful point)
Effects: Relieve pain. If pain become stronger,
treat the parts around A SHI to relieve pain.

24
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Popular Acu-points Diagram

()
\ }/J

J

.

Effects : Prevent and treat cold, headache and insomnia.
Position: 2" from central cave of hind neck.

DT
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Popular Acu-points Diagram

®DAZHUI

.\/O

FEISHU

Effects : Eliminate headache and neckache, improve
blood circulation in neck and shoulder.
Position:
DaZhui: Under the spinous process of the seventh
cervical vertebra.
FeiShu: 1.5" lateral to the lower boarder of spinous
process of 3rd thoracic vertebra.

2%
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Popular Acu-points Diagram

JIANJING JIANJING
[ ] °

Effects : Relieve the pain in neck and shoulder.
Position: In the middle of the line between
DaZhui and shoulder peak.

27
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Popular Acu-points Diagram

® TIANTU

DANZHON

Effects: Relieve breast choke, breast ache, asthma.

Position:

TianTu: On the front medianline, in the middle of the
fovea above sternum.

DanZhong: Midpoint of the line between two nipples.

"8
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Popular Acu-points Diagram

I\

©® ZHONGWAN

® GUANYUAN

Effects : Treat digest system diseases and relieve stomachache.

Position:
ZhongWan: On the middle lineand 4" above navel.
GuanYuan: On the middle line and 3" above navel.

20
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Popular Acu-points Diagram

®DAZHUI

e ¢ SHENSHU

Effects: Improve blood circulation in lower
limb and relieve the pain in waist.

Position:

ShenShu: 1.5" from the middle vertebra on
the same level as navel.

ET)
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Popular Acu-points Diagram

//)

HEGU

Effects : Refresh, relieve pain, improve blood
circulation in head.

Position: Between 1" and 2" metacarpal in the
back of hand.
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% %211 i Popular Acu-points Diagram

Effects : Relieve flank pain.
Position: Where the middle finger point in the palm when
five fingers close.

39
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Popular Acu-points Diagram

QUCHI

Effects : Refresh, relieve paralysis and pain in upper
limb, improve blood circulation in head.

Position: On the outside of elbow where the arm bend
as L-shape.

a3
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Popular Acu-points Diagram

NEIGUAN

\
W

Effects : Relieve heartache and breast choke.
Position: Middle cave, 2" from wrist striation.
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Popular Acu-points Diagram

SHENMEN

Effects : Improve sleep, clears mind.
Position: Flank of 2" wrist striation.

a5
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Popular Acu-points Diagram

| |

ZUSANLI @

f
Wl
L

Effects : Strengthen digest system.
Position: 3" beneath the knee, 1” from shin backbone.

ETS
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Popular Acu-points Diagram

® SANYINIIAO(®

)

Effects : Strengthen functions of kidney, and also
good for gynecopathy.
Position:3 " above internal ankle.
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Effects : Relieve paralysis in lower limb.
Position: Midpoint of popliteal crease, behind knee joint.
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Effects : Relieve throat pain and cough.
Position:1.5” from the middle of fibula on the outside of leg.
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Effects : Help reduce blood pressure.
Position: Behind the position where 1" and 2" phalange
meet.

40



[image: image41.jpg]b
KX LASER

Popular Acu-points Diagram

)00

YONGQUAN

\ [

\J

Effects : Improve blood circulation in lower limb.
Position: Cave in front of sole center.
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Customers Warranty Card

Dear Sirs/Madams:
“Thank you o much for choosing our product. While youare enjoying he pleasure raught
by the prouct, wel et you know thesevices w guarante about he product;

A This product will b repiredfor fce if damage occurs i the Gusrance Teem supposing
the userhas followed the guidance of th Insirucion Manual Guarantee Term: | yearafer
the Purchase Dte)

B will e repairedforfreein 3 year afler Guarance Term, butwit parts chrged.

. isnotin guarantc fusr docs not use it properly and cause he damage. I will b

hargd or repairing and prts. Consumable parts e ought by ser.

. The Manufacture Numberonthe QualityCertifiat hs been recoded inthe computer

forrepaiing.

Product Model:  GX-2000A
Manufacture No.:

Date of Purchase:

Purchase Place:

Customers Warranty Card

Dear Sir/Madam,
How do you do!
Inorder to enjoy a satisfying after-service, please fill in the
following sheet and send it back to us as a proof of purchase.
Thank you!
(The following contents is set for user information record.)

User Name:

UserAge: [ under 20 [mETSE) O avovess

Product Model: G

Date of Purchase:
Purchase Place:
Contact Addres

Ta: E-ma
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Manufacturer: Guilin Kangxing Medical Instrument Co., Ltd.China
Add: 2/F High-New Chuang-Ye Mansion, High-New Zone, Guilin, China
P.C.:541004 Fax: 0086-773-581330

Tel: 0086-773-5854359 5823631
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E-mail: sale@kxlaser.com.en glkx@kxlaser.com.en
http://www.kxlaser.com.cn
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Please fill in the envelope below and send it blcklu us.

§

From: Mr./Ms,
Company:
Ada:

t Co., Ltd.China
High-New Zone,

7735854350 823631
67735813301
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